
Cut-Off Saw

LC1230N
1 750 W • 305 mm • 1 300 min-¹

Quick, spark-free metal cutting

Cut-off saw with powerful 1 750 W motor and 305
mm blade. For quick and almost spark-free cutting
of metal. Max. pipe cutting capacity of 115 mm.
Tool-less tensioning and quick release adjustment of
the cutting angle.

Technical specifications

Continuous Input Power 240V 1750 W

Max Output Power 2700 W

No load speed 1300 min-¹

Capacity 90° 75 x 150 mm

Capacity 45° 85 x 85 mm

Max Cutting Capacity 75 x 150 mm

Max. Cutting Capacity in Steel Pipe 115 mm

Bore Size (Arbor Diameter) 25,4 mm

Disc Diameter 305 mm

Sound Power Level (LWA) 108 dB(A)

Sound Pressure Level (LpA) 98 dB(A)

Noise Uncertainty (K Factor) 3 dB(A)

Weight Without Cable 19 kg

Vibration Level (3 axes) 3,0 m/s²

Vibration Uncertainty (K Factor) 1,5 m/s²

Power Supply Cord 2,5 m

EAN 0088381879279

Link to product - www.makitauk.com

User benefits

• Cutting metal quickly and without sparks.

• Quick release vise ensures secure fastening and quick
repeated cut-offs.
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Related products

Standard AC

192735-8

Accessory Set

721527-4

Carbide Tipped Saw Blade 305

782210-8

Socket Wrench 17

Optional AC

782210-8

Socket Wrench 17

A-87579

Circular saw blade, Standard T.C.T,

B-33439

Circular saw blade, Specialized T.C.T,

B-33467

Circular Saw Blade, Specialized

B-33750

Circular saw blade, Specialized T.C.T,

Other

User manual

Parts drawing
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https://www.icmsmakita.eu/CMS/custom/fi/attachments/user_manuals/User_manuals_EU2/LC1230.pdf
https://www.icmsmakita.eu/CMS/custom/fi/attachments/part_drawings/EN/LC1230.pdf

